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ITEM #1008907A - CLEAN EXISTING CONDUIT

Description:


The work under this item shall consist of cleanig existing conduit, as required, as shown on the plans or as directed by the Engineer to facilitate installation of new cable.

Construction Methods:


The Contractor shall remove all existing cable from conduit that will be reused. Cable shall be installed temporarily, as necessary, to maintain the traffic signal operation. The contractor will be directed the clean the conduit which has obstructions or is found to be impassable. This cleaning process shall be by one of the following methods:



1)   Rodding



2)   A high pressure jet spray, or air pressure



3)   By pulling a mandral or ball through the conduit.


The Contractor shall submit in writing his anticipated method of cleaning the conduit to the Engineer for approval prior to cleaning any conduit.


If  the conduit is found to damaged to any extent that the cleaning process will not clear the obstruction, it will be the judgment of the Engineer whether to replace the entire conduit run or excavate the damaged section for repair.

Method of Measurement:


This work shall be measured for payment on an hourly basis.

Basis of Payment:


The work under the Item “Cleaning Existing Conduit” shall be paid for at the contract unit price per hourly basis, which price shall include all cleaning, material, tools, equipment, all labor, and work incidental thereto. work pertaining to converting the traffic signal to a temporary operation shall be paid for under Temporary Signalization.
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