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ITEM # 1111403A - PRE-FABRICATED LOOP DETECTOR

DESCRIPTION:


      This item shall consist of furnishing and installing a pre-fabricated loop detector 

in the base course, as shown on the plans and in conformity with these specifications.

MATERIALS:


      The materials for this work shall conform to the requirements of Article M.16.12.

· Standard Wire #14 AWG type THWN or #16 AWG type THWN.

· Loop and Lead-in encased in either heavy duty reinforced rubber hose, 95 mm (.3/8”), or cross-linked polyethylene tubing.

· Tee constructed of heavy-duty high synthetic rubber or glass filled polyester, that can withstand high temperature of Tar (up to approx. 450F).

 CONSTRUCTION METHODS:

Pre-Fabricated loops shall be installed in conformance with manufacturer’s instructions.

The outer tubing shall be sealed at the splice in the Handhole to prevent moisture entrance.

METHOD OF MEASUREMENT:


The quantity to be paid for under this item will be the number of completed, installed and accepted “Pre-Fabricated Loop Detectors” of the type specified.

BASIS OF PAYMENT:


This work shall be paid for at the contract unit price each for “PRE-FABRICATED LOOP DETECTOR” of the type and size specified, which shall include furnishing of all materials including homerun to the handhole, labor, tools, equipment, and work incidental thereto.
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